
ProlecAUTO FUSE IN-LINE HOLDER WATERPROOF

Part Number
HHR

Voltage: 32V
Body: Black waterproof inline fuse holder

with locking cover and mounting hole.
Body Seal: Silicone gasket.
Pack Size: 1, 10, 100
Wire: 3. mm² #12AWG0 ( ).
Wire Length: 130mm2 x lengths of wire.
Notes: Fuse is not included.

Voltage: 32V
Body: Black waterproof inline fuse holder

with locking clear cover and mounting hole.
Body Seal: Silicone gasket.
Suits: Auto and Mini Blade Fuses

LED Auto and LED Mini Blade Fuses
Auto and Mini Circuit Breakers.

Pack Size: 1, 10, 100, 500
Wire: 3. mm² #12AWG0 ( ).
Wire Length: mm2 x 305 lengths of wire.
Notes: Fuse not included.& breakers are

Part Number
FH-302

ProlecAUTO FUSE IN-LINE HOLDER

Dimensions in MM
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Spare Pack (SP):

Contains 1 fuse holder.

Spare Pack (SP):

Contains 1 fuse holder.
3.5 Dia.

Voltage: 32V
Body: Royal blue polypropylene
Pack Size: 10, 100, 1000
Terminals: Self stripping
Wire: 0.8-2.0mm #18-14AWG² ( ).
Maximum Cable Outer Dia: 3.7mm
Contacts: Nickel plated brass

Closed

Cable Dia.
3.7 max.

Description
20A Fuse holder.

Description
30A use holderF

Easy to install. Simply locate fuse holder at a convenient spot along the wire

between power source and the appliance. Use pliers to crimp fuse holder

closed around wire to pierce insulation automatically. Fuse is not included.

ProlecUNIVERSAL FUSE / BREAKER IN-LINE HOLDER WATERPROOF

Part Number
FHU002L

IP67Description
30A fuse holderUniversal / breaker

RELATED PRODUCTS:


